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We use our experience and creativity to develop new 
products, and from 2014, our R&D team has achieved 
more than 20 agricultural machineries, new and upgraded, 
all in 100% Romanian concept and design, based on the 
principle of efficiency regarding costs, and in terms of 
results obtained by farmers.

Our portfolio currently comprises a range of 20 categories 
of specialized equipments, which successfully covers all 
agricultural work - from tillage, sowing and planting to crop 
maintenance.

We are close to farmers, and our products are anytime 
available due to permanent stocks of over 2 million Euros, 
so we can deliver in the shortest time, whenever our clients 
request it. The new generation of equipments is internally developed 

and bears the mark of quality performance standards 
starting from planning, design and implementation of 
strategies for research and development, to manufacturing, 
distribution and maintenance services.

To ensure the best results in every project we develop, we 
work with over 300 local and international suppliers and 
partners, with history and reputation. Developing new 
partnerships is one of our constant concerns and we 
expand from year to year, the number of employees who 
come up with solutions complementary to those developed 
internally by Mecanica Ceahlau.

We are the most active Romanian producer in development, 
production and distribution of equipments for the agricultural 
industry.

We operate in Piatra Neamt, on an area of 165,000 sqm 
consisting of production halls, warehouses, administrative 
buildings and offices, platforms and access roads.

With a team of 200 professionals specialized in different 
parts of the business, we are a dynamic and motivated 
company to deliver quality and performance, so that 
solutions offered by Mecanica Ceahlau respond to a 
modern and efficient agriculture.

 In July 2014 starts the factory process of 
modernization, which requires significant investments 
in rehabilitation and refurbishment especially welding 
workshops, painting and assembly. 

 October 2014 is a strategic moment in the 
development of Mecanica Ceahlau: the company 
is launching the first new generation of agricultural 
equipments, made in 100% Romanian concept.

 In parallel, Mecanica Ceahlau renews ISO (TUV) 
certification, which attests the quality that underlies 
the work mode of production activity conducted by 
the company.

2015 The new generation of equipments made in its 
own concept continues to develop and renewed 
portfolio of the company includes, from September 
2015, more than 20 new or upgraded equipments, 
made in constant consultation with Romanian 
farmers. These equipments are participating for 
several months, on field demo, including in heavy 
work conditions so that the farmers all across the 
country can see live, on the field, the performances 
of the new equipments.

 To complement its portfolio, Mecanica Ceahlau 
signs partnerships with manufacturers of tractors, 
front loaders, sprayers and other products required 
for any farmer's yard.

 In November 2015 Mecanica Ceahlau participates 
under the Romanian pavilion at Agritechnica 
Hannover  - the most important equipments fair 
worldwide event where Romanian manufacturer of 
agricultural equipments is present for the first time 
in company history.

 The end of 2015 means for Mecanica Ceahlau, 
a number of national awards obtained for its 
performance: first place among local companies in 
the industry, awarded by the Chamber of Commerce 
and Industry Neamt, respectively second place 
in the Industry category (midsize companies) in 
Romanian National Top of Companies, XXII edition, 
in 2015, awarded by the Chamber of Commerce 
and Industry of Romania, inclusion in the Top of the 
most innovative companies from Romania (edition 
2015), conducted by Business Magazine.

 Our presence in these tops, awards financial 
performances, the courage to innovate and to invest 
in innovation, the entrepreneurship and ethical 
behavior in the company's business.

Who we are History

1921 Our company’s history begins in 1921 when the 

industrialist Socrat Lalu founded the company with 

16 employees and 3 lathes. In just 5 years, the 

company had over 130 employees who repaired 

coaches, locomotive injectors and iron casting.

1953 The production of agricultural machinery begins in 

1953 and is gradually becoming the main activity of 

the company, from that moment Mecanica Ceahlau's 

equipments being present in farms from all over 

Romania, and also in countries such as Russia, 

USA, Ukraine, Hungary, Slovenia, Bulgaria, Moldova, 

Poland, Italy and countries from Africa and Asia.

1972 The first seed drill (SPC6) was made in 1972, 

becoming the symbol of the company. The sales 

registered encouraged the development of the 

seed drills range that rapidly became known for 

their reliability and safety in use.

 Subsequent, Mecanica Ceahlau range has been 

gradually supplemented with other agricultural 

equipments, to offer our customers all the 

necessary machinery for their agricultural farms 

and the best solutions for optimal results.

1993 In 1993, was purchased the first foreign license 

Kleine for precision planters.

1999 In 1999 Mecanica Ceahlau became a privately 

owned company and entered in a new stage 

of modernization and adaptation to market 

demands.

2003 To complement its own portfolio, in 2003 

the company has purchased an additional 

external license: Lemken - for ploughs and 

compactors.

2006 Since 2006 the company has been listed in the 

second category at the Bucharest Stock Exchange 

with major shareholders SIF Moldova (60.81%) and 

Romanian Opportunities Fund (27.35%). 

2014 To strengthen its position on Romanian market 

and to showcase the potential of the company, 

Mecanica Ceahlau begins from January 2014, a 

comprehensive operation of process modernization 

and working tools, the product portfolio and how to 

relate with farmers.
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All those involved in agriculture, from farmers to 
manufacturers of agricultural machineries, are directly 
influenced by the quality of soil, water and climate.

Our concern to protect the most important asset we have 
and its preservation for future generations, follows two 
axes:

   Products that have incorporated renewable 
resources, equipments with lower consumption

  Our processes that may have an impact on the 
environment are closely monitored and continuously 
improved to mitigate this impact.

Since 2013 til now, through the measures taken within 
the company we managed to reduce the impact of our 
activities on the environment as follows:

 Upgrading the heating system resulted in a saving of 
7% methane

 Water and energy consumption was reduced by 
36% 

 Increased with 5.5% the quantity of harness waste 
through continuous improvement of the management 
of it (recycling of paper and cardboard, metal debris 
and technology write-offs and truck production 
machines scrapped, plastics resulting from process 
assembly, etc.).

We are ISO 9001 and ISO 14001 certified for Integrated 
Management System environment quality. 

Annual surveillance audit is performed by TUV-SUD 
certification body for environmental management system 
in accordance with  SR EN ISO 14001, following which 
recommended measures to improve environmental 
management processes. 2014 renewal of this certification 
confirms the permanent concern to propose, develop and 
produce agricultural equipments in Romania, to quality 
standards agreed internationally.

The activities we develop as well as our manufacturing 
facilities are located in Piatra Neamt, spanning on an area 
of 165,000 sqm which includes administrative buildings, 
warehouses and working platforms and involves multiple 
departments.

The investments of over 1 million targeted the modernization 
of warehouses, working halls, buildings and refurbishment 
of the production line.

The welding shop has been completely modernized and 

equipped with welding booths and welding work equipment 

from the newest generation. With the new equipments now 

we can achieve pulsed arc welding, and the results in terms 

of quality are significantly better for all work performed.

To extend the life of every equipment we produce, we have 

included in the modernization plan, the refurbishment of 

painting workshop which is completely rebuilt. The pickling 

installation that we use today is new and works to the 

highest standards, which is reflected in the performance 

of agricultural machineries that we produce: all parts are 

subjected to this process, which enables the elimination of 

all traces of rust and ensures a longer life of the equipment. 

The painting is done with powder in electrostatic field with 

polymerisation in gas ovens.

Assembly speed and accuracy have a direct impact on 
productivity and quality of equipments, which is why the 
assembly workshop was also on our list of priorities. In 
2014 this workshop was completely modernized and 
equipped with two assembly lines. Each of them is adapted 
to assemble different types of machines and designed to 
follow an effective technology route.

Production Friends with the environment
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Aware of the importance of financing in development of a modern and sustainable agriculture, together with our partners, 
we offer tailored solutions to your needs. Contact us and our sales team together with financial experts, will provide you 
professional counseling will provide you professional counseling for the best finance according to your needs. So far 
Mecanica Ceahlau collaborate successfully with several of the major players on the financial market, whose financing 

deals are very attractive.

If we have convinced you and you want more information about the conditions of purchase of the agricultural 
machineries and equipments, do not hesitate to contact our sales representatives at: vanzari@mecanicaceahlau.ro 

or comenzi@mecanicaceahlau.ro! 

Loans advantages through our partners - Ron and Euro:

Minimum downpayment starting from 5%

2 payments per year after harvesting  harvest then you pay

Monthly management fee 0%   no hidden costs

Fixed interest rate  you can plan your budget

Warranty on purchased goods  24 months

Full support of our financial experts

Immediate filing of documents 

Contact us:

Do you need support and advice in choosing equipments 
to meet your best needs? Our sales team is always at your 
disposal, ready to help you with information, technical 

details, field demos and arguments underlying the quality 
of our machines.
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On the phone through Mecanica Ceahlau's representatives from your area. 
He will help you anytime and will give you the best solutions.

At the headquarter in Piatra Neamt, telephone: +40 233 211 104, fax: +40 233 216 069

On e-mail at: comenzi@mecanicaceahlau.ro or vanzari@mecanicaceahlau.ro

piesedeschimb@mecanicaceahlau.ro or piese.steyr@mecanicaceahlau.ro

Find us on: www.mecanicaceahlau.ro or on

www.facebook.com/MecanicaCeahlau 

How to order? Financing

ZONE 1 -  0745.346.194 ZONE 4 -  0752.123.442

ZONE 2 - 0746.533.337 ZONE 5 -  0745.346.174

ZONE 3 -  0751.173.557 ZONE 6 -  0742.359.936
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Shipping
Because your satisfaction is very important to us, our 
logistic department specialized in agricultural machinery 
delivery, will handle all the arrangements for loading and 
transport as quickly and carefully, at your location, within 
the agreed period.

Commissioning
Our service does not end after the sale has done. We are 
with you throughout the use of our machines. We begin by 
offering the necessary training in operating the equipments 
and ensuring all technical support. Our team will mount 
the equipment, will participate on field demos and will 
provide training for the use under optimal conditions. We 
are always ready to offer our customers more information 
and technical support.

Warranty
Because our products are reliable,  we grant a warranty of 
24 months. This is provided in compliance with operating 
parameters as well as the interventions made by authorized 
persons.

We constantly have news and want to share them with you every time, so you can turn them into opportunities. 
We invite you to visit us on the web at www.mecanicaceahlau.ro and find everything that is important 
in our company’s activity: the launching of new products that we are developing for Romanian farmers, 
information about technical innovations and benefits that these can bring, new partnerships, events where 
you can find Mecanica Ceahlau equipments, discounts campaigns to facilitate the purchase of products.  
The site has English version, which you can access at www.mecanicaceahlau.ro/en/.

We connect with our audience, including on social network 
Facebook. 
We encourage you to visit us on www.facebook.
com/MecanicaCeahlau to share your feedback and 
suggestions. Here you can quickly scroll through news, 
become one of the participants in the competitions we 
organize. And if you love the interaction that we propose, 
you can follow our activities constantly.

To be closer to our partners we launched the portal for 
spare parts. In this section, information is easily accessible. 
Catalogs, technical details, price lists, Mecanica Ceahlau 
concepts are a click away.

Service - the key element of reliability equipments
And because we know how important is to receive 
immediate response to your problems, we are ready to 
reply immediately and to intervene within 24h-48h to 
service requirements. Being those who have designed and 
produced the equipments we are the ones who can offer 
the best solutions to remedy any situation and we guarantee 
for the work performed. Our qualified staff is equipped with 
cars ready for mobile servicing. Depending on the level of 
intervention, this can be achieved at your doorstep or at 
Mecanica Ceahlau in Piatra Neamt.

We are aware that you seek to maximize the benefits of the 
purchased equipment and when required we can replace 
the equipment during resolving the situation you are facing.

Spare parts
We permanently have over 15,000 parts in stock, most 
wearing parts, accessories and supplies for all our machines, 
organized in a modern repository. The guarantee of quality 
and reliability of our equipments is given by the exclusive 
use of original spare parts. All our items are performed 
by a professional team who strictly respect the technical 
documentation. Our employees are ready to assist you at 
any time to identify the spare parts you need. For all our 
equipments we guarantee availability of spare parts for the 
next 10 years.

After sale Online

INDEPENDENT DISC HARROW
WITH 4 METERS WORKING WIDTH

MAGNUM
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Soil processing
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Soil processing

 Maintains a high quality soil structure and an efficient incorporation of crop residues

 Features a shear bolt safety system that ensures the protection of furrow component in case of 
significant effort

 Speed and ease in adjusting the working or transport position

 Adjustable working width from the plow guy wires with the possibility to adapt the plow to 
different types of soil and in all seasons in order to realize a good quality plowing

 Extremely good maneuverability and reliability

 Realize an uniform plowing without ridges and grooves

 The working depth is adjustable up to 0.35 cm  

 The screw shape of the harrow enables a higher productivity and lower consumption in plowing 
operation

Optim ploughs
The range of reversible ploughs OPTIM is designed to optimize the operation of plowing, allowing 

the decrease of approximately 30% of the equipment maintenance costs and a longer period of 

payback in terms of increased working efficiency.

Support wheel 
for transportation 
and adjusting the 
depth.

The spiral moldboard 
overthrows the soil 
and incorporates the 
crop residues.getale.

The tyrants adjusts 
the work width of 
the plough.

Hydraulic reversing 
mechanism.

* depending on soil conditions

OPTIM 140/3 OPTIM 140/4 OPTIM 140/5 OPTIM 110/3 OPTIM 110/4

Tractor power [HP] 110 - 130 140 - 170 180 - 210 90 - 110 120 - 140

Number of furrows 3 4 5 3 4

Cutting width on furrow [cm] 30 - 40 - 50 30 - 40 - 50 30 - 40 - 50 30 - 40 - 50 30 - 40 - 50

Distance between furrows [m] 1 1 1 0.97 0.97

Framework dimension [mm] 140 x 140 140 x 140 140 x 140 110 x 110 110 x 110

Working width [m] 0.9 -1.5 1.2 - 2 1.5 - 2.5 0.9 -1.5 1.2 - 2

Working depth [cm]* 35 35 35 30 30

Productivity [ha/h] 0.6 -0.8 0.8 - 1.4 1 - 1.7 0.6-0.8 0.8-1.0

Working dimensions [LxWxh](m) 3.5x1.8x1.8 4.5x1.8x1.8 5.5x1.8x1.8 3.4x1.8x1.8 4.3x1.8x1.8

Weight [kg] 950 1200 1435 750 980

Model
Characteristics
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Soil processing

 The battery with serrated blades is crushing 
the boulders from surfaces and destroys 
the crop debris, loosens and compacting 
the soil

 After processing, the surface layer does 
not remain smooth, which does not allow 
developing a hard crust after rain

 Allows water circulation into the soil and 
slows down the evaporation

 Prevents forming the grooves and superior 
ridges

 The top is removable and reversible

 The used ancora, equipped with lateral 
knives have a gradual inclination which 
helps in crushing clods and breaking the 
furrows

 The battery with discs has an adjustable 
angle between 0-18 degrees

 Depth adjustment for working sections 
is done from the tractor thrusts and the 
adjustment of working depth of the disc 
battery is made out hydraulically

Subsoilers

Subsoilers  represent the best tillage solution after repeated plowing, breaking the formed crust and 

making a depth loosening, which allows water to easily penetrate to the plant roots. Can successfully 

replace the plowing operation for achieving a lower fuel consumption.

Thrust for adjusting 
the horizontality of 
the battery.

Shear bolts to protect 
the working sections  
subjected to overload.

Hydraulic cylinders 
adjusts the working 
depth of the battery 
with discs.

The battery with 
serrated blades 
crushes the surface 
clods and destroys 
plant debris.* depending on soil conditions

MAS 5 MAS 7

Tractor power [HP] 160 - 240 200 - 280

Working width [m] 2.5 3.5

Working depth [cm]* max. 65 max. 65

Number of bodies 5 7

Distance between bodies [m] 0.5 0.5

Productivity [ha/h] 1.5 2

Working dimensions [LxWxh](m) 3.2 x 2.5 x 1.6 3.2 x 3.5 x 1.6

Weight [kg] 1790 2285

Model
Characteristics
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Soil processing

 Due to the fine soil processing, allows the 
incorporation of plant residues and seeds

 Are suitable to tractors between 45 and 80 
HP

 Have four knives in helical shape placed on 
rotor

 Skids for adjusting the depth and copying 
the soil

 The mudguard serves as protection against 
throwing various hard objects: stones, scrap 
wood or metal, and also for soil leveling

 Working depth is adjustable up to 12 cm

Rotary tillers

The rotary tillers ensures optimal processing of soil both for sowing and planting. The 4 models available 

are ideal for greenhouses soil preparation, solariums, vegetable gardens, vineyards, orchards and 

light agricultural work. The robust construction of the structure is the guarantee of a long durability.

Lateral 
transmission with 
chain for an easier 
maintenance..

The knives on 
rotor are doing a 
perfect shredding 
of the soil.

Mudguard against 
throwing harsh 
bodies.

Working depth is 
adjustable due to 
the skids.

* depending on soil conditions

FB 1400 FB 1600 FB 1800 FB 2100

Tractor power [HP] 40 - 50 50 - 60 60 - 70 70 - 80

Working width [m] 1.4 1.6 1.8 2.1

PTO speed [rot/min] 540 540 540 540

Number of rotor knives 28 32 40 44

Working depth [cm]* 7.5 - 12 7.5 - 12 7.5 - 12 7.5 - 12

Productivity [ha/h] 0.22 0.25 0.3 0.4

Working dimensions [LxWxh](m) 0.5 x 1.5 x 1.0 0.6 x 1.7 x 1.0 0.6 x 1.9 x 1.0 0.8 x 2.2 x 1.0

Weight [kg] 270 280 290 350

Model
Characteristics
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Soil processing

Independent disc harrows - Magnum range

MAGNUM independent disc harrows can be used both for seedbed preparation and for stubble 

processing. It can be used in traditional farming systems and also in the minimum soil processing.

Mechanical 
adjustment of 
working depth.

The elastic bodies 
loosens and levels 
the soil before the 
roller.

Rollers with serrated 
blades for grinding and 
leveling the soil.

Lateral deflectors 
prevents the 
ridges. formationr.

 Serrated blades with a diameter of 510 mm make an excellent soil penetration even in the 

toughest conditions

 Have a long life and are very easy to handle

 Are effective due to high operating speeds - up to 15 km/h and due to high efficiency

 Ensures perfect copying of soil profile

 The four rubber elements who catch the independent disks on the frame, ensures the overload 

protection

 The bearings are sealed and require no maintenance, have a high quality and ensures a long life in 

any working conditions

* depending on soil conditions

MAGNUM 3 MAGNUM 4 

Tractor power [HP] 110 - 130 140 - 160

Working width [m] 3 4

Number of discs 24 32

Discs diameter [mm] 510 510

Distance between discs [cm] 25 25

Battery layout independent discs independent discs

Roller type serrated blades serrated blades

Working depth [cm]* 4 - 15 4 - 15

Productivity [ha/h] 2.8 - 3 3 - 3.4

Working speed [km/h] 10 - 15 10 - 15

Working dimensions [LxWxh](m) 2.6 x 3 x 1.6 2.6 x 4 x 1.6

Weight [kg] 1650 2290

Model
Characteristics
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Soil processing

Light disc harrows

Light disc harrows are ideal tools for working seedbed in order to obtain a quality seeding, crushing 
lumps and loosening the soil. It is used in medium and heavy soils, on level ground, or maximum 
inclination of 12 degrees.

 Used in optimal soil humidity, energy 
consumption is minimal

 The serrated blades have a stronger 
response on the soil and the glide is lower

 Achieve a quick and efficient incorporation 
of plant debris

 Discs camps are equipped with spherical 
and aligning bearings, UC type, which take 
both the radial and axial loads

 Robust framework and quick adjustments

 The incorporation of natural fertilizer and 
manure is carried out through a single pass

 The roots of weeds sprung after plowing 
are totally destroyed, leading to a reduced 
consumption of herbicides and to achieving 
optimum conditions for the development of 
the crop

* depending on soil conditions

GD 3.2ME

Tractor power [HP] 65 - 80

Working width [m] 3.2

Number of discs 36

Discs diameter [mm] 460

Distance between discs [cm] 17.5

Batteries layout "X"

Working depth [cm]* 12 - 15

Productivity [ha/h] 1.3 - 2.1

Transport speed [km/h] 10

Working speed [km/h] 4 - 8

Working dimensions [LxWxh](m) 3.2 x 3.3 x 0.8

Transport dimensions [LxWxh](m) 3.2 x 3.3 x 1.1

Weight [kg] 860

Model
Characteristics

Positioning of the harrow 
in work or transport 
is made by using the 
hydraulic cylinder.

Posterior located, the plain discs ensures smooth 
grinding and soil leveling after the serrated 
blades.

The serrated blades 
previously located 
shatters the lumps and 
destroys the plant debris.
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Soil processing

 Tractor required power varies depending on the chosen model from 100 HP up to 180 HP

 Can be used without the need for plowing beforehand

 They have a system for adjusting the attack angle individually for each battery in part, between 
12 and 18 degrees

 Seeding layer preparation provides a better germination and an uniform and rapid  emergence 
of all cultures

 Can work in difficult conditions even in unprepared soils for a long time, allowing rapid seeding

 Enables the incorporation of natural fertilizers and of the manure through a single pass

 Destroys the roots of weeds, leading to a reduced consumption of herbicides

 The serrated blades with a 660 mm diameter ensures an effective incorporation of plant debris 
into the soil

Medium disc harrows

All the processes of seedbed preparation, stubble-turning,  incorporation of plant debris as well as the 

leveling and loosening soil after the main plowing, can be successfully achieved with the aid of the medium 

harrows. Robust framework, rapid adjustment and increased productivity allow work on large surfaces.

Notched discs are 
suitable for all soil 
types, whatever the 
level of preparation.

The rollers with 
serrated bars, 
crushes and levels 
the soil behind the 
serrated discs.

Folded disc battery 
for transport.

Hydraulic cylinders 
required for the 
folding of framework 
sides, during 
transport and work.

GD 3A GD 3.5 GD 4.4

Tractor power [HP] 100 - 120 120 - 150 160 - 180

Working width [m] 3 3.5 4.4

Number of discs 29 33 42

Discs diameter [mm] 660 660 660

Distance between discs [cm] 22 22 22

Batteries layout "X" "X" "V"

Roller type serrated blades

Working depth [cm]* 12 - 18 12 - 18 12 - 18

Productivity [ha/h] 1.7 - 2.3 1.7 - 2.3 2.2 - 3.5

Transport speed [km/h] 15 15 15

Working speed [km/h] 6 - 12 6 - 12   6 - 12

Working dimensions [LxWxh](m) 4.6x3.4x1.3 4.6x3.7x1.3 5.5x4.4x1.3

Transport dimensions [LxWxh](m) 4.6x3.4x1.6 4.6x3.7x1.6 5.5x2.8x2.5

Weight [kg] 1750 1950 3400

* depending on soil conditions

Model
Characteristics
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Soil processing

Heavy disc harrows

Designed for all types of soil, disc harrows ensure a wide range of use, from replacing the main plowing, 

stubble-turning and up to plant residues destruction. Are intended for use in difficult conditions or on long 

time unprepared soil.

 Are suitable for stubble-turn at small, 
medium and large depth 

 Big weight provides the penetration into 
the soil even in the toughest conditions, 
replacing the plowing

 Performs a quick and efficient incorporation 
of plant residues into the soil

 Enables the incorporation of natural 
excrements and of the manure by a single 
pass  

 The roots of weeds sprung after plowing 
are totally destroyed, leading to a reduced 
consumption of herbicides

 Discs camps are equipped with spherical 
and aligning bearings, UC type, which take 
both the radial and axial loads

 The attack angle of the discs battery can be 
adjusted between 0-24 degrees 

* depending on soil conditions

GDG 421 GD 5.2

Tractor power [HP] 170 - 220 180 - 210

Working width [m] 3.9 - 4.2 5.2

Number of discs 33 48

Discs diameter [mm] 710 - față / 810 - spate 660

Distance between discs [cm] 24 - față / 32 - spate 22

Batteries layout “ V” "X"

Roller type serrated blades

Working depth [cm]* 10 - 22 12 - 18

Productivity [ha/h] 1.8 - 3.0 2.5 - 4.2

Transport speed [km/h] 15 15

Working speed [km/h] 5 - 8  6 - 12 

Working dimensions [LxWxh](m) 3.2 x 5.8 x 1.4 5.9x5.2x1.3

Transport dimensions [LxWxh](m) 7.7 x 2.4 x 1.7 5.9x2.6x2

Weight [kg] 3820 3950

Model
Characteristics

Adjustable 
working depth 
from rollers. 

Superficial shredding 
of the ground surface 
with serrated roller 
bar.

Hydraulic cylinder 
for actuation of 
framework for the 2 
positions - working 
and transport.

Battery with 
serrated blades 
for processing and 
destruction of plant 
debris. 
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2928

Soil processing

2928

 High operating speeds up to 15 km/h 

and high productivity contributes to the 

reduction of time needed to processing the 

field and better organizing of agricultural 

works

 Arrow knives have the advantage of not 

removing the moist soil to surface for drying

 Crushes clods using the four rows of rollers, 

two rows of Crosskill rollers and two rows of 

rollers with bars

 Multiple pairs of rollers and working bodies 

ensures a perfect crumbling and optimal 

reconsolidation of the seedbed through a 

single pass

 The surface layer hasn't a high level of 

shredding, which doesn't allow forming the 

crust  after the first rain, slowing down water 

evaporation from the soil

 Performs a depth processing of the soil not 

only on the surface, leaving behind a leveled 

and prepared seedbed for sowing works

* depending on soil conditions

SOLARIS 3 SOLARIS 4 SOLARIS 5 SOLARIS 6

Tractor power [HP] 120 - 140 140 -160 150 - 210 180 - 230

Working width [m] 3 4 5 6

Equipment type carried carried semitractat semitractat

Number of active bodies 14 16 24 28

Working depth [cm]* 2 - 12 2 - 12 2 - 12 2 - 12

Productivity [ha/h] 2.1 - 3.7 2.8 - 4.9 3.5 - 6.2 4.1 - 7.2

Working speed [km/h] 10 - 15 10 - 15 10 - 15 10 - 15

Working dimensions [LxWxh](m) 2.9x3.x1.4 2.9x4x1.4 6.9x5x1.6 6.9x6x1.6

Transport dimensions [LxWxh](m) 2.9x3x1.4 2.9x4x1.4 6.9x2.8x2.9 6.9x2.8x3.4

Weight [kg] 1725 2200 4200 5000

Model
Characteristics

Seedbed cultivators - SOLARIS range
Solaris seedbed cultivators used in seedbed preparation after plowing or after scarifying, ensures soil 

processing through a single pass due to the variety of work operations, encompassing all operations 

into a single one.

The soil remains 
compact and 
uniform after the 
Crosskill rollers 
passed.

Posterior rollers 
are leveling the soil 
for sowing.

Processing and soil 
loosening in-depth is 
made with the arrow 
knives.

Mechanism for 
adjusting the depth 
of the blades.

S
O

IL
 P

R
O

C
E

S
S
IN

G
S

E
E

D
IN

G
 A

N
D

 P
LA

N
TIN

G
C

R
O

P
 M

A
IN

TE
N

A
N

C
E



3130

Soil processing

 Performs all operations of disking, vibro combining and roller of plowed field through a single pass

 Removes weeds emerged after the main plowing

 Buries the plant debris left over from the previous crop

 Due to the modular design, can be used both after autumn plowing as well as after the spring 
plowing

 Depth adjustment working system through the copying wheels

 Does not require adjustmens during operation

 Great robustness and maneuverability

 Increased durability of the active elements due to quality of the materials and to heat treatments 
performed on them

 Simple and strong construction

Seedbed cultivators – VM range
In order to obtain a big quantitative and qualitative production, a higher standard of seedbed preparation 

is mandatory. Thus, we have developed a range of seedbed cultivators, with vibro-elastic elements which 

processes soil up to 12 cm depth. VM range of seedbed cultivator are combinations of successive and 

elastic working bodies, that flattens and standardizes after a prior processing of the land.

The tension 
spring acting on 
rollers for a better 
leveling of the soil.

Active and elastic 
bodies contribute 
to shredding and 
loosening the soil.

The wheel 
responsible with the 
precise adjustment 
of the working 
depth.

Robust bearings to 
support the battery 
with notched discs.

VM 321 VM 6

Tractor power [HP] 80 - 100 150 - 180

Working width [m] 3.2 6

Working depth [cm]* 2 - 12 2 - 12

Productivity [ha/h] 1.1 - 1.8 3 - 4.2

Working speed [km/h] 5 - 8 5 - 8

Working dimensions [LxWxh](m) 3.1 x 3.4 x 1.1 5.9 x 6 x 1.3

Transport dimensions [LxWxh](m) 3.1 x 3.4 x 1.1 5.9 x 3 x 2

Weight [kg] 950 3450

Model
 Characteristics

* depending on soil conditions
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3332

Seeding and planting

3332
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3534

Seeding and planting

 Pneumo-mechanical distributor ensures 
the required distance between grains and 
eliminates the sowing of two seeds in one 
place

 The sowing depth control is achieved 
through the copying wheel which equips 
each sowing section

 Also administers fertilizer during sowing
 The fertilizer is distributed into the soil below 

the level where the seeds are incorporated 
and on the side, ensuring a better usage of 
the active substance

 Distribution discs for corn and sunflower 
seeds

 The robustness of the equipment enables 
work on flat terrain and on slopes up to 8 
degree

Optionally can be equipped with:
 Electronic installation for sowing control
 Distribution discs for soy, sugar beet, 

beans, melons

Pneumo-mechanical planters 
with skid coulter – SK range

For those who know that every kilogram of seed counts, the SK range of planters is the perfect 
choice. Equipped with a pneumo-mechanical distributor Kleine type, are intended for sowing plants.

Compaction 
wheel closes 
the gullies after 
seeding and 
fertilizing coulter.

Incorporation of the 
fertilizer into the soil is 
performed using the 
skid coulter.

Sequential valve raise 
the trace markers at the 
end of the sowing row 
and it descends them 
at the beginning of the 
row.

The gearbox with 
gears ensures 
the change of the 
distance between 
seeds in a row.

* depending on soil conditions

SK 4 SK 4F SK 6 SK 6F SK 8L SK 8FL

Tractor power [HP] 40 - 65 45 - 65 60 - 80 65 - 80 65 - 80 70 - 90
Working width [m] 1.8 - 2.8 1.8 - 2.8 2.7 - 4.2 2.7 - 4.2 3.6 - 5.6 3.6 - 5.6
Number of rows 4 4 6 6 8 8
Seed distribution Pneumatic and vertical disc with holes
Distance between rows [cm] 45 - 70 45 - 70 45 - 70 45 - 70 45 - 70 45 - 70 
Distance between grains on row [cm] 3 - 52 3 - 52 3 - 52 3 - 52 3 - 52 3 - 52
Working depth [cm]* 2 - 10 2 - 10 2 - 10 2 - 10 2 - 10 2 - 10
Seed coulter type skid coulter skid coulter skid coulter
Seed hopper capacity [l] 48 48 48 48 48 48
Fertilizer hopper capacity [l] 32 x 4 32 x 6 32 x 8
Working speed [km/h] 6 – 12 6 – 12 6 – 12 6 – 12 6 – 12 6 – 12
Transport speed [km/h] 15 15 15 15 15 15
Productivity [ha/h] 1.3 - 2.8 1.3 - 2.8 1.8 - 4.2 1.8 - 4.2 3.4 - 5.4 3.4 - 5.4
Working dimensions [LxWxh](m) 1.8x2.9x2.1 1.8x2.9x2.1 1.8x4.3x2.1 1.8x4.3x2.1 1.8x7x2.1 1.8x7x2.1
Weight [kg] 460 640 580 880 990 1200

Model
 Characteristics
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3736

Seeding and planting

3736

 Increased depression exhaust with curved 
pallets and reduced noise during usage

 Distribution discs for corn and sunflower 
seeds

 The robustness of the equipment enables 
work on flat terrain and on slopes up to 8 
degrees

 Easy adjustment of the depression through 
the bolting flap

Optionally can be equipped with:

 Electronic installation for sowing control

 Distribution discs for soy, sugar beet, 
beans, melons

 The double disc coulter ensures an effective 
sowing regardless of soil quality or its 
preparation

 The active elements are wear-resistant

 Also administers fertilizer during sowing. 
The fertilizer is distributed into the soil below 
the

 level where the seeds are incorporated and 
on the side, ensuring a better usage of the 
active substance

 Centralized adjustment through the gearbox 
of the distance between seeds in a row

 Trace markers with hydraulic individual 
operation * depending on soil conditions

Pneumo-mechanical planters 
with double disc coulter – SK range

Pneumo-mechanical seed drills with double disc coulter provides a high quality incorporation of 

seeds into the soil, especially if the seedbed is semi prepared or contains many plant debris. 

SK 4DF SK 6DF SK 8DF

Tractor power [HP] 60 - 80 90 - 120 130 - 160

Working width [m] 2.8 - 3.0 4.2 - 4.5 5.6 - 6.0

Number of rows 4 6 8

Seed distribution Pneumatic and vertical disc with holes

Distance between rows [cm] 70 - 75 70 - 75 70 - 75

Distance between grains on row [cm] 3 - 52 3 - 52 3 - 52

Working depth [cm]* 2 - 10 2 - 10 2 - 10

Seed coulter type double disc double disc double disc

Seed hopper capacity [l] 48 48 48

Fertilizer hopper capacity [l] 180 x 2 280 x 2 180 x 4

Working speed [km/h] 6 – 12 6 – 12 6 – 12 

Transport speed [km/h] 15 15 15

Productivity [ha/h] 1.3 - 2.8 1.8 - 4.2 3.4 - 5.4

Working dimensions [LxWxh](m) 2 x 3 x 1.65 2 x 4.3 x 1.65 2 x 6.4 x 1.65

Weight [kg] 890 1540 2230

Model
 Characteristics
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3938

Seeding and planting

3938

 Independent operation of the tracers, with 
hydraulic cylinders

 The double disc coulter incorporates 
efficiently the fertilizer into the soil

 Rigid coupling framework for the tractor, 
with easy coupling options for all types of 
tractors

 Sowing section with a double disc coulter, 
having a 370 mm diameter

 Fertilizer hoppers with an increased capacity

 Fiberglass seed hoppers

 Support and training wheels with tires 
700/12

 Working depth easily adjusted with 
adjustment level

 Transmition to the fertilizing equipment 
directly from the training wheel

 Transmition to the sowing sections from the 
gearbox with chain, for rapid shifting of the 
sowing speeds

 Increased depression exhaust with curved 
pallets and reduced noise during usage

 Easy adjustment of the depression through 
the bolting flap

Planters - SPM range

The SPMC range of seed drills offer a high degree of interest for farmers, due to their robustness and 

ease of operation. Depending on the design chosen, large surfaces as well as small and medium 

ones can be worked. The exceptional pneumatic dispenser provides a good precision during sowing.

SPM 6DF SPM 8DF

Tractor power [HP] 100 - 120 150 - 180

Working width [m] 4.2 5.6

Number of rows 6 8

Seed distribution Pneumatic and vertical disc with holes

Distance between rows [cm] 70 70

Distance between grains on row [cm] 8 - 31 8 - 31

Working depth [cm]* 2 - 8 2 - 8

Seed coulter type double disc double disc

Seed hopper capacity [l] 45 x 6 45 x 8

Fertilizer hopper capacity [l] 280 x 2 180 x 4

Working speed [km/h] 6 - 8 6 - 8

Transport speed [km/h] 15 15

Productivity [ha/h] 1.8 - 2.4 2.3 - 3.1

Working dimensions [LxWxh](m) 2 x 4.4 x 1.6 2 x 6.7 x 1.65

Weight [kg] 1660 2100

Model
 Characteristics

* depending on soil conditions

38 39
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4140

Seeding and planting

 Individual adjustment for each section of 
the distance between grains

 The set of distribution discs ensures the 
sowing of several types of seeds

 Ensures the precision in sowing due to 
pneumatic distributor

 Skid coulter for incorporation of the seed 
into the soil

 Seed drills equipped with fertilizing type FS 
manages the granular fertilizer at the same 
time with the sowing

 Increased depression exhaust with curved 
pallets and reduced noise during usage

 Easy adjustment of the depression through 
the bolting flap

 The robustness of the equipment enables 
work on flat terrain and on slopes up to 8 
degrees

 The fertilizer equipment ensures incor-
poration of granular fertilizer to a depth of 
2-3 cm below the sowing depth and at 
a distance of 3-6 cm lateral to the row of 
seeds in order to avoid the chemical burning 
of germinating bud of the seeds embedded

Planters with skid coulter – SPC range

Traditional equipments of Mecanica Ceahlau, the SPC range of seed drills shows a high interest

degree for the farmers due to robustness and ease of operation. Depending on the chosen design,

large surfaces as well as small and medium ones can be worked.

Actuation of the 
fertilizing system is 
realized from the 
wheel support.

Hydraulic distributor 
to actuate the traces 
markers individually.

Compaction wheel 
in „V” shape to cover 
the seeds.

Skid coulter 
opens the gullies 
for incorporating 
fertilizer.

SPC 4M SPC 4FS SPC 6M SPC 6FS SPC 8M SPC 8FS

Tractor power [HP] 40 - 60 45 - 65 60 - 70 65 - 80 65 - 80 65 - 80

Working width [m] 1.2 - 3.2 1.8 - 3.2 1.8 - 4.8 2.7 - 4.8 2.4 - 6.4 3.6 - 6.4

Number of rows 4 4 6 6 8 8

Seed distribution pneumatic and vertical disc with holes

Distance between rows [cm] 30 - 80 45 - 80 30 - 80 45 - 80 30 - 80 45 - 80

Distance between grains on row [cm] 2 - 154 2 - 154 2 - 154 2 - 154 2 - 154 2 - 154

Working depth [cm]* 4 - 12 4 - 12 4 - 12 4 - 12 4 - 12 4 - 12

Seed coulter type skid coulter skid coulter skid coulter skid coulter skid coulter skid coulter

Seed hopper capacity [l] 48 x 4 48 x 4 48 x 6 48 x 6 48 x 8 48 x 8

Fertilizer hopper capacity [l] 32 x 4 32 x 6 32 x 8

Working speed [km/h] 5 - 8 5 - 8 5 - 8 5 - 8 5 - 8 5 - 8

Transport speed [km/h] 15 15 15 15 15 15

Productivity [ha/h] 1.1 - 1.8 1.1 - 1.8 1.6 - 2.6 1.6 - 2.6 2.2 - 3.6 2.2 - 3.6

Working dimensions [LxWxh](m) 1.8x3x2.1 1.8x3x2.1 1.8x4.7x2.1 1.8x4.7x2.1 1.8x6.3 x2.1 1.8x6.3x2.1

Weight [kg] 429 712 700 920 840 1060

* depending on soil conditions

Model
 Characteristics
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4342

Seeding and planting

 Efficient seeding due to the double disc coulter regardless of the quality of the soil or the 
preparation of it

 Individual adjustment for each section of the distance between grains
 The double disc coulter manages the granular fertilizer at the same time with the sowing
 The fertilizer equipment ensures incorporation of granular fertilizer to a depth of 2-3 cm below
 the sowing depth and at a distance of 3-6 cm lateral to the row of seeds in order to avoid the 

chemical burning of germinating bud of the seeds embedded
 Increased depression exhaust with curved pallets and reduced noise during usage
 Easy adjustment of the depression through the bolting flap
 The set of distribution discs ensures the sowing of corn and sun flower seeds
 The robustness of the equipment enables work on flat terrain or on slopes up to 8 degrees
Optionally can be equipped with:
 Electronic installation for sowing control
 Distribution discs for soybean, sugar beet, beans, melon

Individual hydraulic 
marker establishes 
the technological 
line for sowing.

Coupling to power 
tractors between 65 
and 80 HP.

The seeding 
section with double 
disc coulters for 
incorporating 
seeds.

Double disc 
coulter ensures the 
fertilization while 
sowing.

Planters 
with double disc coulter – SPC range

The range of seed drills for weeding plants with double disc coulter provides a high quality incorporation 

of seeds into the soil especially if the seedbed is semi prepared or contains many plant debris.

* depending on soil conditions

SPC 4DF SPC 6DF SPC 8DF

Tractor power [HP] 45 - 65 65 - 80 65 - 80

Working width [m] 1.8 - 3.2 2.7 - 4.8 3.6 - 6.4

Number of rows 4 6 8

Seed distribution Pneumatic and vertical disc with holes

Distance between rows [cm] 45 - 80 45 - 80 45 - 80

Distance between grains on row [cm] 2 - 154 2 - 154 2 - 154

Working depth [cm]* 4 - 12 4 - 12 4 - 12

Seed coulter type double disc double disc double disc

Seed hopper capacity [l] 48 x 4 48 x 6 48 x 8

Fertilizer hopper capacity [l] 32 x 4 32 x 6 32 x 8

Working speed [km/h] 5 - 8 5 - 8 5 - 8

Transport speed [km/h] 15 15 15

Productivity [ha/h] 1.1 - 1.8 1.6 - 2.6 2.2 - 3.6

Working dimensions [LxWxh](m) 1.9 x 2.9 x 2.1 1.9 x 4.3 x 2.1 1.9 x 6 x 2.1

Weight [kg] 725 940 1100

Model
 Characteristics
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4544

Seeding and planting

 Are equipped with skid coulter for soil incorporation of the seed

 The coulter wings are extended to maintain the sidewalls of the culverts and cut on the bottom 
to enable the seed coating with a first layer of moist soil

 For sowing small seeds (into surface layer), coulters are provided with deep skid limiters, 
adjustable

 Double distributor provides the sowing of small and normal seeds

 The transition from small seeds to normal and vice versa is achieved by simply actuation of a 
button on the dispenser, passing from one position to another

 Setting the seed amount is made fast and accurate and starts from 2 kg/ha

 Allow work on flat land and on a slope of 6 degrees

Seed drills with skid coulter – SUP range

The mechanical distribution of seed drills for straw with skid coulter gives simplicity, reliability and low 

cost of operation. Suitable for all soil types, worked using traditional methods, seed drills with skid 

coulters are fitted with harrow rings to cover the seeds and land leveling after sowing.

The trace markers 
are individually 
actuated.

Gearbox Norton type 
with 72 gears for 
dosing the quantity of 
seeds incorporated 
into the soil.

Scratch path are 
loosening the soil 
after the tractor 
wheels.

The skid coulter 
incorporates 
accurate and 
efficient seeds into 
the soil.

SUP 21M SUP 29BP

Tractor power [HP] 45 - 65 65 - 80

Working width [m] 2.6   3.6

Number of rows 21 29

Seed distribution cylinder with double spurs cylinder with double spurs

Distance between rows [cm] 12.5 12.5

Seed flow control 72 speeds gearbox

Working depth [cm]* 2-8 continously 2-8 continously

Seed coulter type skid coulter skid coulter

Seed hopper capacity [l] 290 400

Working speed [km/h] 5 - 10 5 - 10

Transport speed [km/h] 15 15

Productivity [ha/h] 0.8 - 1.1 1.3 - 2.6

Working dimensions [LxWxh](m) 1.4 x 3.2 x 1.4 2 x 4.2 x 1.4

Weight [kg] 598 767

Model
 Characteristics

* depending on soil conditions
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4746

Seeding and planting

SUP 29DK / 
SUP 29DKT

SUP 32DKFL / 
SUP 32DKFLT SUP 48DKTL

Tractor power [HP] 80 - 100 130 - 150 170 - 200

Working width [m] 3.63  4 6

Number of rows 29 32 48

Seed distribution cylinder with double spurs

Distance between rows [cm] 12.5 12.5 12.5

Seed flow control 72 speeds gearbox

Working depth [cm]* 2-8 continously

Seed coulter type double disc double disc double disc

Seed hopper capacity [l] 400 400 1200

Fertilizer hopper capacity [l] 350

Working speed [km/h] 5 - 10 5 - 10 5 - 10

Transport speed [km/h] 15 15 15

Productivity [ha/h] 1.3 - 2.6 1.6 - 3 2.5 - 4.5

Working dimensions [LxWxh](m) 2x4.2x1.6 1.9x4.9x1.8 1.9x7.3x1.9

Weight [kg] 1160 / 1175 1910 / 2030 2400
* depending on soil conditions

4746

 Simplicity, reliability and low costs of 
exploitation due to mechanical distribution 
of the seeds

 Seed quantity adjustment is made quickly 
and precisely

 The transition from small seeds to normal 
and vice versa is achieved by simply 
actuation of a button on the dispenser, 
passing from one position to another

 Sowing on well prepared land as well as on 
land with minimal preparation

 Double disc coulter can be adjusted to a 
constant seeding depth of 8 cm

 Are provided with trace markers actuated 
hydraulic individually

 An important advantage of the double 
disc coulters is that it doesn’t gather plant 
debris, contributing to their shredding

 Allows work on flat land and on a slope of 8 
degrees

 Optionally can be equipped with chain or 
compaction wheels to incorporate the 
seeds into the soil

Seed drills for cereals 
with double disc coulter SUP range

Seed drills for cereals offers the optimal solution for sowing of several types of seeds on a land 

with different levels of preparation, from the most well-prepared to those with minimum preparation. 

Equipped with double disc coulters gives better accuracy and a constant depth of sowing the seeds 

in rows, concomitant with the use of chemical granular fertilizer , where cultures allow.

Model
 Characteristics
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Crop maintenance
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Crop maintenance
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Reliable distributor 
for incorporating the 
fertilizer into the soil.

The active bodies 
are highly resistant to 
wear.

The protection 
equipment for the 
plants has protective 
discs during the 
weeding.

Ploughs for earthing 
up and open gutters.

Row crop cultivators - CF range
The row crop cultivators are designed to mechanically destroy the weeds from the cultures of weeding 

plants. They are robust, very easy to operate and the adjustments are made quickly, depending on 

soil type and the desired processing level.

* depending on soil conditions

 The replacement of active bodies and depth adjustment is performed with great ease

 Soil copying through the copying wheels ensures an uniform working depth throughout the 

working width of the section

 Flexibility in adjusting the distance covered by the working elements and the plant protection 

area

 Uniform distribution of the fertilizer type, through free fall near of the plant rows

 The fertilizer release is made from the tractor PTO through a reducer and two chain transmissions

CSC 00B/5 CF - 00/5 CSC 00B/7 CF - 00/7 CSC 00B/9 CF - 00/9

Tractor power [HP] 40 - 50 40 - 50 50 - 60 60 - 70 50 - 70 70 - 80

Working width [m] 1.8 - 2.8 1.8 - 2.8 2.7 - 4.2 2.7 - 4.2 3.6 - 5.6 3.6 - 5.6

Number of working stations 5 5 7 7 9 9

Number of simultaneously worked rows 4 4 6 6 8 8

Distance between rows [cm] 45 - 70 45 - 70 45 - 70 45 - 70 45 - 70 45 - 70

Working depth [cm]* 10 10 10 10 10 10

Types of working bodies arrow knives, unilateral knives

Number of stabilizing wheels 2 2 2 2 2 2

Number of copying wheels 5 5 7 7 9 9

Coverage among the weeding knives [cm] 1.5 5 7 7 9 9

Productivity [ha/h] 0.8 - 1.2 0.8 - 1.2 1.1 - 1.8 1.1 - 1.8 1.5 - 2.3 1.5 - 2.3

Working dimensions [LxWxh](m) 2x3x1.55 2x3x1.55 2x4.4x1.55 2x4.4x1.55 2x5.8x1.55 2x5.8x1.55

Weight [kg] 430 600 550 779 700 986

Model
 Characteristics
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 The working bodies are hoeing, destroy the 
weeds and vent the soil

 Are equipped with fertilizing equipment 
acted from the wheel

 The soundness of the equipment allows 
work on all types of soil

 Adjusting the blades is made easy and fast

 The replacement of active elements and 
depth adjustment is performed with great 
ease

 Uniform distribution of the fertilizer types, 
through free fall near the plant rows

 Soil copying through the wheels ensures a 
uniform working depth over all the width of 
the section

 Flexibility in adjusting the distance covered 
by the working elements and the plant 
protection area

 Uniform distribution of the fertilizer types, 
through free fall near the plant rows

Optionally, can be equipped with:

 Protection equipment for the plants with 
protective discs during the weeding

 Ploughs for earthing up and open gutters

Row crop cultivators - CFM range

Row crop cultivators are intended for weeding and mellowing the soil, realizing a good copy of it and 

an uniform working depth.

* depending on soil conditions

CFM 5 CFM 7 CFM 9

Tractor power [HP] 50 - 60 70 - 80 90 - 100

Working width [m]  2.8 4.2 5.6

Number of working stations 5 7 9

Number of simultaneously worked rows 4 6 8

Distance between rows [cm] 70 70 70

Working depth [cm]* 10 10 10

Types of working bodies arrow knives, unilateral knives

Number of stabilizing wheels 2 2 2

Number of copying wheels 5 7 9

Coverage among the weeding knife [cm] 15 15 15

Productivity [ha/h] 0.8 - 1.2 1.1 - 1.8 1.5 - 2.3

Working dimensions [LxWxh](m) 2.25 x 3.4 x 1.35 2.25 x 4.5 x 1.35 2.25 x 6.5 x 2.55

Weight [kg] 690 890 1500

Model
 Characteristics

52 53

Working section to 
perform hoeing and 
loosening the soil.

Wheel responsible with 
the entrainment of the 
fertilizers distributor.

Coupling tractor 
frame simple and 
robust.

Fertilizer hopper with 
increased capacity, 
from plastic or metal.
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 They have two discs with a centrifugal spreader width between 12 and 18 m, depending on 
material

 Control system in order to manage the optimal amount of fertilizer 

 Protected hopper against corrosion by electrostatic painting and the active elements (rotor with 
scattering paddles) are stainless steel

 It can also be used for spreading the seeds of medicinal herbs and clovers

 No adjustments during operation

 Simple handling of the adjustment devices 

 Transmission from the tractor’s PTO through cardan shaft

 Used for any type of granular fertilizer or amendment

The lever is 
responsible with the 
adjustment of the 
fertilizer per hectare.

The dispersing paddles 
of fertilizer have 3 
angles of adjustment 
for different working 
widths.

Stainless steel discs for fertilizer spreading on 
the work surface.

Fertilizers spreader – MIS range

The administration of the fertilizers and amendments in optimal periods contribute to an increase 

in agricultural production. On the other hand, the fertilizers may represent a significant cost, and an 

efficient distribution of them is increasingly important in achieving high yields at the lowest costs.

Mecanica Ceahlau produces two types of equipments: 2MIS 600 and 800, with hoppers of 600 l and 

800 l capacity.

2MIS 600 2MIS 800

Tractor power [HP] 45 - 65 45 - 65

Working width [m] 12-18 12-18

Hopper capacity [l] 600 800

Working dimensions [LxWxh](m) 0.75 x 1.4 x 1.2 0.75 x 1.4 x 1.45 

Weight [kg] 167 190

Model
 Characteristics

* depending on soil conditions
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 It is equipped with protection to avoid 

throwing various hard objects: stones, 

wood or metal scrap

 The knives height above the ground as well 

as the subsidence of plant debris, is done 

through the roller supplied.

 48 knives on the rotor

 Adjustable chopping height from the 

compactor roller

 Side transmission through belts

 L-shaped knives are sharpened on both 

sides which offers the possibility of left-right 

interchangeability

 It's ideal for work in various contexts such 

as: row crops, grassy lands, crop residue 

left after harvesting, stubbles of corn, grain, 

tobacco,etc

Deflectors for 
uniformly spreading 
the chopped debris.

Knives for chopping 
plant debris.

The coupling to 
the tractor frame is 
simple and robust.

The reducer with 
gear transmits the 
movement to the 
knives.

Mulcher for disintegrating crop debris

The shredded waste can improve soil quality if are properly chopped and uniformly distributed all 

over the surface. The mulcher for disintegrating crop debris performs this optimally chopping and 

spreading with safe and maximum reliability.

MDRV 2.5

Tractor power [HP] 80 - 100

Working width [m] 2.5

Working speed [km/h] 3 - 10

Number of rotor knives 48

Working dimensions [LxWxh](m) 1.28 x 2.8 x 0.8

Weight [kg] 950

Model
 Characteristics

* depending on soil conditions
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Seedbed cultivator Solaris with 5 meters working width is 
the perfect choice to prepare the seedbed before sowing. 
I used the combiner after the first plowing and the results 
were exceptional, realizing an optimal soil processing 
through a single pass.

Kovacs Iosif 
Oradea, Bihor County 

Area: 200 ha, Equipment: Solaris 5 

The good precision in seeding as well as the equipping 
with double disc coulters,  contributes to shredding of plant 
debris, are the main qualities that stand out.

Istrate Dorel  
Șăulia, Mureș County 

Area: 350 ha, Equipment: SUP 48DKL

I own Mecanica Ceahlau equipments for almost 20 years 
and I still using them for agricultural activities. Have a high 
efficiency, are very reliable and have the same precision for 
planting as before. I intend to purchase a seed drill with 
double disc coulters, but I will still use the one with skid 
coulters.

Cristian Stoica - S.C. Ferma la Bunici S.R.L. 
Gropnita, Iasi County 

Area: 300 ha, Equipments: SPC 6 și GD 3.2

Precision on seeding is very important, and the 8 rows 
planter with double disc coulter is realizing this successfully, 
even in less prepared soil. Because distributes fertilizer 
when sowing, we have achieved a considerable saving of 
fuel.

Vasile Petre - S.C. Agro Prim S.R.L 
Nicolae Bălcescu, Călărași County 
Area: 320 ha, Equipment: SK 8DF

I use the VM 6 seedbed cultivator after the spring plowing and 
also after the autumn plowing and we are very pleased with 
the active bodies that performs a crumbling and an optimal 
soil loosening. Because does not requires adjustments 
during the work, determines a  higher productivity and 
prioritizes all agricultural works. 

Badea Ionel - S.C. Inproconsa S.R.L 
Drăgotești, Dolj County 

Area: 500 ha, Equipment: VM 6
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